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Power Control Unit for BLS MR motors
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    (商品编码)

                             (尺寸) 

                  (重量)

                (适用电池)

        

        (BEC输出)

                                       (驱动MosFET的PWM控制频率)

                                   (油门信号频率)

            (电阻)

                       (最大连续电流)

                    (最大连续放电)

                     (最大瞬间电流)

                    (最大瞬间放电)

               (编程)

         (输入线)

            (输出线)

        (信号线材&插头)

         (描述)

Item NO. 
Dimensions(L x W x D)
Weight w/o wire
Number of Cell

BEC output
Frequency of MosFET PWM
Frequency of Signal PWM
Resistance(Ri)
Max Cont.  Current
Max Cont.Output
Max Burst Current
Max BurstOutput
Programmable 
Input Wires
Output Wires
Signal Wire
Description

41210
57x29x7mm

30g
NiXX 6-18, 7.2-21.6V
LiPo 2-6, 7.4-22.2V

N/A (No BEC)
12 KHz

Up to 600Hz
0.0038 Ohm

40A
880W
55A

2110W
Throttle + ProgCARD V3

800mm, 16AWG
70mm, 16AWG

300mm JR
New generation,For 800 class multicopter

7.0m
m

[0.28"]

16AWG-70mm [2.76"] 
IN LENGTH 

16AWG-800mm [31.50"] 
IN LENGTH

57.0mm
[2.24"]

29
.0

m
m

[1
.1

4"
]

300mm [11.81"] 
IN LENGTH

XC-401-MR


